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Name & Address of the Manufacturer

Particulars of sample tested
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Type

Designation

Serial number

: HPLO7077

NABL ACCREDITED
LABORATORY
Certificate No. T0010

Sheet No.l of 8

TEST REPORT

Dated: 26/06/2007

¢ M/s. Supreme Power Equipment Pvt Ltd.,

No: 55, SIDCO Industrial Estate,
Thirumazhisai, Chennai-602107.

: M/s. Supreme Power Equipment Pvt Ltd.,

No: 55, SIDCO Industrial Estate,
Thirumazhisai, Chennai-602107.

: 16 MVA, 33 kV / 11kV, 3phase Transformer
: Conventional Type, Oil cooled.

: Power Transformer

: SPEL/2081

Number of samples tested : One

Date(s) of Test(s) : 10" April 2007
CPRI Sample Code No. : HPL0O7S0089
Condition of sample on receipt : New

Particulars of tests conducted
Test in accordance with
Standard/Specification

: Dynamic ability to withstand short-circuit test.

: IS:2026 - Part-1 (1977)

Sampling Plan : Nil
Customer's requirement : Nil
Deviation if any : Nil

Name of the witnessing persons
Customer’s representative

Other than Customer’s representative
Test subcontracted with address of
the laboratory

Chennai. —

: Mr. B. Sivaramakrishnan, Sr. Manager(QA)
: Mr. G. Sundaresan

: No load loss, load loss measurement, Induced over

voltage test and separate source voltage withstand test
conducted at M/s.Supreme Power Equipment Pvt. Ltd.,
602 107.

Documents constituting this report (In words)

Number of sheets : Eight
Number of oscillograms : Nine
Number of photographs : Three
Number of test circuit diagrams : One
Number of sample drawings : Four
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DESCRIPTION OF SAMPLE TESTED

(As assigned by the manufacturer)

Sample : Power Transformer
Rated power MV A : 16
Rated voltage HV (volts) : 33000
LV (volts) : 11000
Rated current HV (Amps) :279.9
LV (Amps) : 839.8
Number of phases : Three
Connection symbol : Dynll
Type of cooling : ONAF
Rated frequency (Hz) : 50
Temperature rise of oil (°C) .50
Tapping range :+5% to-15 % in steps of 1.25 %
Tap No. 1 5 17
% tap variation :+5 0 -15
% impedance :9.38 9.61 10.40
X/R Ratio $21.25 26.30 25.79
Apparent short circuit power
behind transformer (MVA) : 1000
Winding material : Copper

Insulation leve]

HV Winding
LV Winding

Guaranteed no-load loss

(on principal tapping in watts)

Guaranteed load loss at 75°C
(on principal tapping in watts)

Guaranteed % impedance at 75° C
(on principal tapping)

: 170 kV Peak / 70 kV rms
: 75 kV Peak / 28 kV rms

: 9900(Max)

: 59700

1 10% + 10%
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